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APPLICATION:

DUROSOL PVC Square Edge profiles by Dural are used for decorative edge protection. They are 
made of PVC and are available in a variety of colours. This allows colour matching of the profiles to 
tiles or grout joints. Alternatively contrasts can be created for a decorative effect.

DUROSOL PVC is also suitable for bordering of carpets, natural stone or epoxy flat coats in the wall 
area. They effectively prevent damage of the covering.

MATERIAL:

DUROSOL PVC is available in the following versions: As PVC Standard in following colors:  
white, jasmine, beige, black, pergamon light, grey, ivory, pergamon, silver grey and in marble  
effects high gloss („Star“ with peel-off strip): white, beige, grey and black.

PROPERTIES:

DUROSOL PVC profiles are especially appropriate for decorative use. They are manufactured in  
solid colour PVC and are mostly UV-stable. In external areas, subject to bright sunlight, some  
fading in the intensity of colours should be expected. Damage due to impact or scratching is  
unlikely within normal conditions of use. DUROSOL PVC profiles are not appropriate for corners 
and edges submitted to special stresses. N.B.: The use of coloured mortar with ultra fine colour 
pigments in conjunction with plastic profiles may result in permanent staining of the profiles.  
We recommend taking appropriate protective measures as a precaution.

For all products and materials, the following applies: The suitability of the material with regard  
to the expected mechanical loading and chemical exposure must be investigated carefully in  
each individual case. The generally recognised rules of good engineering practice must always be 
observed!

Square Edge profiles made of PVC 
- Information Sheet -

DUROSOL 1/2

6 -12,5 mm

3 mm
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DUROSOL 2/2

HANDLING:

1. Select the DUROSOL Square Edge profile according to the thickness of tiles.
2. Apply tile cement in the appropriate area using a notched trowel. In the case of external  
 corner edges, first finish tiling of one wall.
3. Press the DUROSOL profile into the cement bed and align.
4. Completely cover the fixing legs.
5. Leaving a joint of 2-3 mm between tiles and profile.
6. Press the tiles solidly into the cement bed and align flush with the upper profile edge.
7. Completely fill the space between tiles and profile with joint mortar.

MAINTENANCE:

DUROSOL PVC profiles do not require any special care. Dirt deposits can be removed with usual 
commercial cleaning materials. The cleaning materials have to be free of hydrochloric acid and 
hydrofluoric acid and must not be abrasive.

DATA SHEET: 

MATERIAL: PVC standard colours or PVC marble effects high gloss („Star“with peel-off strip)

LENGTH: 250 cm

VISIBLE WIDTH: 3 mm

HEIGHT: 6 / 8 / 10 / 12,5 mm (standard colours) ,  6 / 8 / 10 mm (marble effects)


