DUOFLOOR

Screw-on finishing-, wall connection- and floor
transition profile entirely in aluminium SURAL®

- Information Sheet -

Finish

APPLICATION: LVT Finish

DUOFLOOR is the modern system profile made entirely of aluminium for flooring surface heights
ranging from 3,5-14 mm.The extra-flat design in combination with the extremely stable construc-
tion of the screw-on fastening system make this an exceptional profile system.

- DUOFLOOR Border for perfect wall connections

« DUOFLOOR Expansion for clean transitions of floors of similar height
« DUOFLOOR Finish for elegant finishes

« DUOFLOOR LVT Finish for extra flat, elegant finishes

MAINTENANCE:

DUOFLOOR profiles require no specific maintenance. Any dirt can be removed using normal
cleaning materials. However, the cleaning materials must be free of hydrochloric or hydrofluoric
acid and should not scratch the surface.

PRODUCT DATA:

MATERIAL: Aluminium anodised
SURFACES: silver, gold, bronze, champagne, titanium
HEIGHT: 6-14mm/ 3,5-5mm (LVT Finish)
DURAL GmbH
WIDTH: Border:22 mm -
Expansion:32 mm Stdring 11
Finish: 44 mm (visible width) D-56412 Ruppach-Goldhausen
LVT Finish: 33 mm (visible width) Tel. +49 (0) 2602/9261-0
LENGTH: 90, *100,*270 cm / *LVT Finish Fax +49 (0) 2602/9261-50

info@dural.com

o e www.dural.com

use of our products. We reserve the right to make changes due to technical advances. Any other technical information given in the course of a consultation must be confirmed in writing. Colours shown here are restricted by the printing techniques and may differ from those exhibited by the products themselves. We also reserve the right to make alterations to the

Since the usage and finishing of the product is not under our control, we accept no liability for the success of the work and can therefore only guarantee the nature of our products as per the accompanying product data sheets and in accordance with our general terms and conditions of sale. The properties listed here represent no guarantee with respect to the eventual
product technology or design. Only the current version of this data sheet is valid. Such versions are accessible by anyone via the internet. The issue of the latest data sheet invalidates all those that have been published beforehand.




