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GENERAL
For general information on the product, please refer to the product infor- 
mation on TI-SHELF on-line at www.dural.de.

TILE-LAYING INSTRUCTIONS
The TI-SHELF shelves are installed during tile-laying by embedding the per-
forated flange in the tile cement.

1.  Treat the base surface as is required for tile-laying. 
2. Apply tile cement with notch spacing appropriate to the tile size and  
 begin tile-laying.
3. Apply the TI-SHELF to the upper edge of the lower tile and embed the  
 perforated flange into the tile cement.
4. Continue with the tile-laying. In the process, notch the next higher  
 tile in the area of the TI-SHELF shelf. 
5. Cut the decorative insert and adhere using an adhesive incorporating  
 a gentle gradient away from the wall. 
6. Seal the wall connection joints with silicon. Seal the joints on the   
 front edge using flex grout.

When using on non-tiled surfaces, the TI-SHELF shelves can be screwed to the base 
surface and the edge can be plastered.

Tileable shelves from stainless steel for 
shower, bath and living areas
- Tile-laying instructions - 

TI-SHELF 1/2

Si
nc

e 
th

e 
us

ag
e 

an
d 

fin
is

hi
ng

 o
f t

he
 p

ro
du

ct
 is

 n
ot

 u
nd

er
 o

ur
 co

nt
ro

l, w
e 

ac
ce

pt
 n

o 
lia

bi
lit

y f
or

 th
e 

su
cc

es
s o

f t
he

 w
or

k 
an

d 
ca

n 
th

er
ef

or
e 

on
ly

 g
ua

ra
nt

ee
 th

e 
na

tu
re

 o
f o

ur
 p

ro
du

ct
s a

s p
er

 th
e 

ac
co

m
pa

ny
in

g 
pr

od
uc

t d
at

a 
sh

ee
ts

 a
nd

 in
 a

cc
or

da
nc

e 
w

ith
 o

ur
 g

en
er

al
 te

rm
s a

nd
 co

nd
iti

on
s o

f s
al

e.
 Th

e 
pr

op
er

tie
s l

is
te

d 
he

re
 re

pr
es

en
t n

o 
gu

ar
an

te
e 

w
ith

 re
sp

ec
t t

o 
th

e 
ev

en
tu

al
 

us
e 

of
 o

ur
 p

ro
du

ct
s. 

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 m

ak
e 

ch
an

ge
s d

ue
 to

 te
ch

ni
ca

l a
dv

an
ce

s. 
An

y 
ot

he
r t

ec
hn

ic
al

 in
fo

rm
at

io
n 

gi
ve

n 
in

 th
e 

co
ur

se
 o

f a
 co

ns
ul

ta
tio

n 
m

us
t b

e 
co

nfi
rm

ed
 in

 w
rit

in
g.

 C
ol

ou
rs

 sh
ow

n 
he

re
 a

re
 re

st
ric

te
d 

by
 th

e 
pr

in
tin

g 
te

ch
ni

qu
es

 a
nd

 m
ay

 d
iff

er
 fr

om
 th

os
e 

ex
hi

bi
te

d 
by

 th
e 

pr
od

uc
ts

 th
em

se
lv

es
. W

e 
al

so
 re

se
rv

e 
th

e 
rig

ht
 to

 m
ak

e 
al

te
ra

tio
ns

 to
 th

e 
pr

od
uc

t t
ec

hn
ol

og
y 

or
 d

es
ig

n.
 O

nl
y 

th
e 

cu
rr

en
t v

er
si

on
 o

f t
hi

s d
at

a 
sh

ee
t i

s v
al

id
. S

uc
h 

ve
rs

io
ns

 a
re

 a
cc

es
si

bl
e 

by
 a

ny
on

e 
vi

a 
th

e 
in

te
rn

et
. T

he
 is

su
e 

of
 th

e 
la

te
st

 d
at

a 
sh

ee
t i

nv
al

id
at

es
 a

ll 
th

os
e 

th
at

 h
av

e 
be

en
 p

ub
lis

he
d 

be
fo

re
ha

nd
.

TI-SHELF BV

TI-SHELF DRG

TI-SHELF RE

TI-SHELF TZ

TI-SHELF DNG

TI-SHELF DRS

TI-SHELF DNS

TI-SHELF FE
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The TS-DNG and TS-DNS models can also be installed after the tile is laid. To do so, 
carefully remove the grout without possibly damaging the compound seal. Gene-
rously fill the joint with silicon and set the TI-shelf as far as possible into the joint. 
Remove excess silicon. Cut the decorative insert and adhere using an adhesive 
(such as DURA FIX) incorporating a gentle gradient away from the wall. Set the 
TI-SHELF as far as possible in the joint. Fasten to the wall connection and seal with 
silicon. Seal the joints on the front edge using flex grout.

ATTENTION 
TS-DNG and TS-DNS may be used as a corner solution only. Installation on a flat 
surface is not possible due to lacking stability.

The TI-SHELF series shelves are manufactured from top-quality rustproof stainless 
steel. The V2A stainless steel is basically insensitive to tile cement, grouting 
material or cement residue remover, which can come into contact with the material 
during tile-laying. Nevertheless, we recommend that you immediately thoroughly 
clean the shelves with clean water.

CARE
TI-SHELF shelves do not require any special care beyond how you normally 
maintain a shower. Any cleaning should be made using a neutral household 
cleaner and without mechanical action.

INDICATIONS
It is not possible to take every eventuality during the installation process into 
account. These installation instructions are provided as a recommendation 
and must be adapted to the specific conditions of the installation site in each 
individual case. The generally recognised rules of good engineering practice 
must always be observed! The following applies to all products/materials: 
usability in terms of mechanical and chemical loads should be carefully 
checked in each case before laying the tile.

TS-DNG / TS-DNS

TS-RE

TS-BV / TS-TZ /
TS-FE / TS-DRG/TS-DRS
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